
ORDERING CODE: PXF032...E083 SEIM Srl
Industrial Division

PXF Series - 032 to E083
PXF *** #4* R * ** ** *** *** **

Product family PXF

Pump size 032
040
045
055
060
072

E083

Lead length
for all sizes A
for all sizes B
apply to sizes 025 040 055 072 only C

direction of rotation
clockwise (CW, standard) R
anti-clockwise (CCW) L

motor connection flange
ISO 3019/2 0
SAE MOUNTING FLANGE I

inlet flange type
Axial A0
Radial 0-360° (standard) R0
Radial 90° CW R1
Radial 180° R2
Radial 90° CCW R3

Relief valve integrated
without 00
Setting range 2-16 bar (standard) HU
Setting range  2-7 bar HA upon request
Setting range 7-16 bar HB upon request

Seal type
mechanical seal (STANDARD) X01
mechanical seal  - only for PXFE083 XE1
lip seal X17
mech seal for high viscosity X18
other seal type ask SEIM

Pump use
Standard execution X02
Standard execution for PXFE083 only XE2
for Skydrol X26
Air emulsified in oil X32

Special executions
None 00
other digits apply (ask SEIM)

SEIM PUMP and VALVE CODES Fg. 2 di 15
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ORDERING CODE: PXF083...156 SEIM Srl
Industrial Division

PXF Series - 083 to 156 
PXF *** #3* * 0 ** 0 X** X** 0

Product family PXF

Pump size 083
102
126
156

Lead length
for all sizes A
for all sizes B
apply to size  102 only C

direction of rotation
clockwise (CW, standard) R
anti-clockwise (CCW) L

motor connection flange
ISO 3019/2 0

inlet flange type
Axial A0

Relief valve integrated
without 00
only for PXF083#3A.. (optional) HU

Seal type
mechanical seal (STANDARD) X01

Pump use
STD. X02
Air emulsified in oil X32

Special executions
None 00
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