
Field of View for Checker 4G7 Vision Sensors
Curves show the field of view for standard and optional 
lenses. Each grid square = 1in (2.54cm)

Field of View for Checker 4G1 Vision Sensors
Curves show the field of view for standard and optional 
lenses. Each grid square = 1in (2.54cm)

                               

LIGHTING & FILTER OPTIONS

 Integrated red, blue, green,  

and infrared LEDs 

Integrated bright white LEDs 

EXTERNAL TRIGGER INPUT

independent

OUTPUTS

Output  Solid state switch

Max load 100mA

from short circuit, overcurrent,  

and reverse polarity

ENCODER INPUTS

 

 

JOB CONTROL INPUTS 

independent

POWER 

Current 250mA max

ENVIRONMENTAL

Operating altitude 4000m maximum

Shock 80Gs for 5ms on each axis  

PLC COMMUNICATION

                               

CHECKER 4G VISION SENSORS

MECHANICAL

MODES OF OPERATION

Internal part trigger, external part trigger, free running

CERTIFICATIONS

CSA

ACQUISITION

 

MINIMUM PC REQUIREMENTS

™ ™, Microsoft®  

Windows 7®  

Interface Ethernet 10/100 

or 1280 x 1024  

CHECKER SENSORS

4G7S  C4G7-24S-E00

4G1  C4G1-24G-E00

4G7  C4G7-24G-E00

Note: 

OPTIONAL ACCESSORIES

 

Smart Display

Notes: 

 

Checker software CD and mounting screws.

Checker Specifications


